
Darwin Wallwasher Pro
Wallwasher

3A++

Specification
Hz    50 - 60
Voltage    220-240V AC
Rl   120°
°C    -20° / +60°
Body:   Die-cast aluminium
IK:   > 9
IP:   67
Initial chromaticity:  MacAdam 3
Lifetime:   100.000 h / Im80
Electrical Protection Class: 2
Efficiency:   > 0.95
Warranty:   3 years

Product Cod Light Color Control Type Power Luminous Flux Length

Drw-Pro-112

Drw-Pro-224

Drw-Pro-336

Drw-Pro-448

Drw-Pro-112-DMX

Drw-Pro-224-DMX

Drw-Pro-336-DMX

Drw-Pro-448-DMX

WW-NW-CW

WW-NW-CW

WW-NW-CW

WW-NW-CW

RGB-SPI-DMX

RGB-SPI-DMX

RGB-SPI-DMX

RGB-SPI-DMX

on-off/DALI

on-off/DALI

on-off/DALI

on-off/DALI

SPI-DMX

SPI-DMX

SPI-DMX

SPI-DMX

16W

30W

44W

58W

14W

28W

42W

56W

2.100LM

4.065LM

6.160LM

8.013LM

     -

     -

     -

     -

300

600

900

1200

300

600

900

1200

Body Color
Ral xxxx

Ral 9006

 88 

 89 

 332 


